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Connecting the printer to a wireless 
network 




U))))) 




Getting started 

Has the printer hardware been set up? 

Follow the instructions on the setup poster that came with the printer to set up the 
printer hardware before connecting the printer to the network. 

Are computers on the network protected by a software firewall? 

If the any of the computers on the network are protected by a software firewall, follow 
the instructions under "Configuring the printer for a software firewall" on page 52 
before connecting the printer to the network. 

Connecting to the printer 

Step 1 : Find the network basic wireless settings 

You need to know the network name (SSID) and communication mode of the network. 
Consult the configuration utility for the network Wireless Access Point (WAP) or the 
computer network card for these settings. 

For more information, see "Step 1 : Find the network basic wireless settings" on 
page 5. 

Step 2: Find the network wireless security settings 

You need to know what type of security your network uses: WPA, WEP, or none. 
For more information, see "Step 2: Find the network wireless security settings" on 



page 7. 



Go to the next page... 
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Step 3: Install the printer software for a wireless connection 

The steps for installing the printer software on your computer vary by operating 
system and communication mode. 

For installation instructions, see "Step 3: Install the printer software for a wireless 
connection" on page 9. 

Wireless Network Key? If you use a USB flash drive as a Wireless Network Key 
to configure devices for your v/ireless network, skip steps 1 and 2 and go to 
"Infrastructure network with a Wireless Network Key" on page 10. 
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Step 1 : Find the network basic wireless 
settings 

In order to install the printer on a wireless network, you need to know the 
communication mode and network name (SSID) of the network. To find these settings, 
consult the configuration utility for the computer network card or for the network 
Wireless Access Point (WAP). 

Communication mode 

There are two options for the network communication mode: 

• Infrastructure 

• Ad hoc 

Infrastructure (recommended) 

If you want to use a Wireless Access Point (WAP) to connect the printer to a network, 
then set the printer to the infrastructure communication mode. In the Infrastructure 
mode the printer communicates with other devices on the network, whether the 
devices are wired or wireless, through a WAP. WAPs commonly act as routers or 
gateways on small networks. 




Ad hoc or computer-to-computer networks 

If you do not want to use a WAP to connect the printer to a wireless network, then set 
the printer to the ad hoc, or "computer-to-computer," communication mode. In the ad 
hoc mode, the printer communicates directly with other wireless devices. 



Network name (SSID) 

A network name, or "Service Set Identifier (SSID)," identifies a particular wireless 
network. In order to operate on a network, a device must know tfie network name of 
tfie network. 

More information 

For more information about wireless networking concepts, see the online user's guide. 
The online user's guide is available after you install the printer software on your 
computer. 
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Step 2: Find the network wireless security 
settings 

The printer must share the same network wireless security settings as the other devices 
on the network. If the printer does not have the correct wireless security settings, other 
devices on the network will not be able to use the printer. 

To find the security settings for the wireless network, consult the configuration utility for 
the computer wireless network card or the network Wireless Access Point (WAP). 

Types of wireless security 

You can configure the printer to use the following wireless security options: 

• Open system (no security) 

• Wired Equivalent Privacy (WEP) 

• Wi-Fi Protected Access (WPA) 

Open system (no security) 

On an open system, the network does not require authorization or encryption. 

To configure the printer to operate on an open system, you need to know the network 
communication mode and network name (SSID). For help finding these items, see 
"Step 1 : Find the network basic wireless settings" on page 5. 
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Wired Equivalent Privacy (WEP) 

Wired Equivalent Privacy (WEP) provides security by encrypting data sent over rod 
waves from one wireless device to another wireless device. Devices on a WEP- 
enabled network use WEP keys to encode data. 

To configure the printer to operate on a network that uses WEP, you must know the 
WEP key(s) that the network uses. 

WI-FI Protected Access (WPA) 

Wi-Fi Protected Access (WPA) provides security by doing the following: 

• Encrypting data sent over radio waves from one wireless device to anothe 
wireless device 

• Controlling access to network resources through authentication protocols 

To configure the printer to operate on a network that uses WPA, you must know the 
passphrase and authentication protocol that the network uses. 
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Step 3: Install the printer software for a 
wireless connection 

Software Firewall? If your computer is protected by a software firewall, follow the steps 
under "Configuring the printer for a software firewall" on page 52 before installing the 
printer software. 

Windows 

Wireless Network Key? If you use a USB flash drive as a Wireless Network Key 
to configure devices for your wireless netv/ork, see "Infrastructure network with 
0 Wireless Network Key" on page 1 0. 

Infrastructure network (recommended) 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 

or wall socket. 

2. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

3. On the G>nnection Type screen, select Wireless, and then click Next. 

4. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 2 through 4 above to install tfie printer software on other network computers. 

The Ethernet cable is only needed when installing the printer software and configuring 
its wireless settings during the first installation on the network. The Ethernet cable is 
not required for installing the printer on other computers on the network. 




Infrastructure network with a Wireless Network Key 
Getting ready 

Using a USB flash drive as a Wireless Network Key is a fast and convenient way to 
configure a device to operate on a wireless network. 

In order to use a USB flash drive as a Wireless Network Key to configure 
the printer, you must have a computer with Windows XP Service Pack 2 
and a wireless network card installed. To obtain Windows XP Service Pack 
2, visit the Microsoft Web site at this address: www.microsoft.com. 

Using the Wireless Network Key 

Follow these steps to use a Wireless Network Key to configure the printer for your 
wireless network: 

1. On the Windows desktop, click Start, point to Programs, point to Accessories, 
point to Communications, and then click Wireless Network Setup. 

2. On the wireless network setup wizard, enter the network name of the wireless 
network, then do one of the following tasks: 

• To let Windows create the Wireless Network Key, select the automatic option. 

• To create the Wireless Network Key yourself, select the manual option. 

Note: If the router on your network does not support the use of a Wireless 
Network Key, you must select the manual option. If you select the manual option, 
you must know the wireless network security settings. 

3. Follow the onscreen instructions until you are prompted to remove the Wireless 
Network Key from the computer. 

Go to the next page... 
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4. With the printer powered on, plug the Wireless Network Key into the PictBridge 
USB port on the front of the printer. 



5. Wait for the printer lights to flash simultaneously three times. 

6. Plug the Wireless Network Key into the computer, and then follow the onscreen 
instructions to complete the wireless network setup wizard. 

7. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

8. On the Connection Type screen, select Wireless, and then click Next. 

9. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 7 through 9 above to install the printer software on other network computers. 
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Ad hoc 

Devices on the ad hoc network must: 

• Be 802.1 lb compatible 

• Hove ad hoc as the communication mode 

• Hove the same network name (SSID) 

• Be on the same subnet 

• Be on the same channel 

• Have the same wireless security settings 

Follow these steps to connect to the printer using the factory default ad hoc network 
settings: 

1. Open the configuration utility for the computer wireless network card, and then 
do the following tasks: 

a. Create a new wireless profile with the following values: 

• Communication mode: ad hoc 

• Network Name (SSID): hpsetup 

• Security (encryption): disabled 

b. Activate the profile. 

2. Wait two minutes for the printer to obtain an IP address, and then press the HP 
Report button to print an HP Report page. 




3. On the HP Report page, verify the following settings: 

• The network name (SSID) is hpsetup 

• The communication mode is ad hoc 

• The subnet mask and channel match those of your wireless network 

• The IP address is something other than 0.0.0.0 

If one of the above is not true, delete the wireless profile created in step 1 , and 
then repeat steps 1 through 3. 

Go to the next page... 
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4. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

5. On the Connection Type screen, select Wireless, and then click Next. 

6. Follow the onscreen instructions to complete the software installation. 

Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 4 through 6 above to install the printer software on other network computers. 

Advanced setup 

For instructions on configuring the printer to operate on ad hoc networks other than 
the hpsetup factory default, visit the HP Web site at www.hp.com/support. 

802.1 1g 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802. 1 1 devices. If your network is made up of only 802. 1 1 g 
devices, then you might want to configure the printer to operate in 802. 1 1 g mode in 
order to optimize network performance. 

Follow these steps to configure the printer to operate in 802.1 1 g mode while 
connected to an ad hoc network: 

1. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

2. Click the Networking tab. 

3. Under the Connections heading, click Wireless (802.1 1). 

4. Click the Advanced tab. 

5. Scroll to the bottom of the Web page, and clear the In an ad hoc network use 
802.1 lb behavior check box. 

6. Click the Apply button, and then close the EWS. 
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Macintosh 

Mac OS X 

Infrastructure network (recommended) 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 

or wall socket. 

2. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

3. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

4. On the Connection Type screen, select Wireless Network (802.1 1), and then click 
Next. 
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5. Proceed through the next several screens to find the printer on the network. 

Go to the next page... 
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6. On the Confirm or Change Settings screen, click the Change Settings button. 
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7. On the Change Settings screen, click the Change Settings button. 
The printer embedded Web server (EWS) opens. 

8. On the EWS, click the Networking tab. 

9. Under the Connections heading, click Wireless (802.1 1). 

10. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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Go to the next page.. 



15 



n. Follow the onscreen instructions to configure the printer settings. 

12. After the Wireless G>nfiguration Wizard is finished, close the EWS. 

13. On the Confirm or Change Settings screen, click Next. 

14. Follow the onscreen instructions to complete the printer software installation. 

15. On the Add Printer screen, click Open Print Center. 

16. Click Add Printer. 

17. Do one of the following depending on the version of Mac OS X you are using: 

Mac OS X V 10.2.3 and later Mac OS X v 10.2.2 and earlier 




Select Rendezvous. Select HP IP Printing, then click the 

Discover button. 

18. Select the printer, and then click the Add button. 

19. Close Print Center. 

Additional computers 

Follow these steps to install the printer software on each computer that will use the 
printer. 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. Close the HP Deskjet 6800 series printer Setup Assistant when it appears. 

Since the printer is already configured for the network, you do not need to use the 
setup assistant. 

4. Open Print Center, and then follow steps 15 through 19 above. 
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Ad hoc or computer-to-computer 

1. Use an Ethernet cable to connect the printer to the computer. 

2. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

3. Double-click the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

4. On the Ginnection Type screen, select Wireless Network (802.1 1), and then click 
Next. 
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5. Proceed through the next several screens to find the printer on the network. 

Go to the next page. 
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On the Confirm or Change Settings screen, click the Change Settings button. 
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7. On the Change Settings screen, click the Change Settings button. 
The printer embedded Web server (EWS) opens. 

8. On the EWS, click the Networking tab. 

9. Under the Connections heading, click Wireless (802.1 1). 

10. On the Wireless (802.1 1) Interface screen, click the Advanced tab. 

11. Enter the wireless network settings for the wireless network to which you want to 
connect the printer: 

• Under the Network Name heading, enter the network name (such as 
"MyNetwork") in the SSID box. 

• Under the Network Settings heading: 

• Select Ad Hoc. 

• Select the channel from the Channel drop-down list. 

• Enter the network wireless security settings. 

12. After entering the wireless network settings, click the Apply button, and then close 
the EWS. 

13. On the Add Printer screen, click Open Print Center. 

14. Click Add Printer. 

Go to the next page... 
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15. Do one of the following depending on the version of Mac OS X you are using: 
Mac OS X V 10.2.3 and later Mac OS X v 10.2.2 and earlier 
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Select Rendezvous. 



Select HP IP Printing, then click the 
Discover button. 



16. Select the printer, and then click the Add button. 

17. Close Print Center. 

Additionol computers 

Follow these steps to install the printer software on each computer that will use the 
printer. 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double<lick the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. Close the HP Deskjet 6800 series printer Setup Assistant when it appears. 

Since the printer is already configured for the network, you do not need to use the 
setup assistant. 

4. Open Print Center, and then follow steps 13 through 17 above. 
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802.1 1g 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802.1 1 devices. If your network is made up of only 802.1 1 g 
devices, then you might want to configure the printer to operate in 802.1 Ig mode in 
order to optimize network performance. 

To configure the printer to operate in 802.1 1 g mode while connected to an ad hoc 
network, follow the steps under "802.1 Ig" on page 13. 

Mac OS X Classic 

1. Follow the steps on page 14 to install the printer software on a Mac OS X 
computer. 

2. Open Chooser, and then select the HP Inkjet 6.x icon. 

Note: If you do not see the HP Inkjet 6.x icon, then insert the printer software CD 
into the computer CD-ROM drive and follow the onscreen instructions to install the 
Mac OS 9 printer driver. Then repeat step 1 . 

3. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

4. Select the printer, and then close Chooser. 
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Mac OS 9 

Infrastructure network without encryption 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 

or wall socket. 

2. Verify that the Network light is illuminated. If not, check the cable connections. 




3. Press the printer Report Page button to print an HP Report page. 




4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click Wireless (802.1 1). 

7. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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8. Follow the onscreen instructions to configure the printer settings. 

9. After the Wireless G>nfiguration Wizard is finished, close the EWS. 

10. Unplug the Ethernet coble from the printer to enable wireless communication. 

11. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

12. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

13. Open Chooser, and then select the HP Inkjet 6.x icon. 

14. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

15. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 1 through 15 above to install the printer software on other network computers. 
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Infrastructure network with encryption 

1. Open the AirPort Admin Utility, then do the following: 

a. Click Base Station, and then select Equivalent Network Password. 

b. Write down the WEP key on a piece of paper. 

c. Close the AirPort Admin Utility. 

2. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 

or wall socket. 

3. Verify that the Network light is illuminated. If not, check the cable connections. 




4. Press the printer Report Page button to print an HP Report page. 



5. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

6. On the EWS, click the Networking tab. 

7. Under the Connections heading, click Wireless (802.1 1). 




Go to the next page... 



8. On the Wireless (802.1 1) Interface screen, click the Start Wizard button to start the 
Wireless Configuration Wizard. 
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Follow the onscreen instructions to configure the printer settings, including the 
WEP key you wrote down in step 1 . 

10. After the Wireless Configuration Wizard is finished, close the EWS. 

11. Unplug the Ethernet coble from the printer to enable wireless communication. 

12. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

13. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

14. Open Chooser, and then select the HP Inkjet 6.x icon. 

15. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

16. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 2 through 1 6 above to install the printer software on other network computers. 
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Ad hoc or computer-to-computer 

1. Press the printer Report Page button to print an HP Report page. 




2. Open the AirPort Setup Assistant, and then follow the onscreen instructions for 
joining an existing wireless network. Use hpsetup as the existing network to join. 

3. Find the URL listed on the HP Report page. 

4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click Wireless (802.1 1). 

7. On the Wireless (802.11) Interface screen, click the Advanced tab. 

8. Enter the wireless network settings for the wireless network to which you want to 
connect the printer: 

• Under the Network Name heading, enter the network name (such as 
"MyNetwork") in the SSID box. 

• Under the Network Settings heading: 

• Select Ad Hoc. 

• Select the channel from the Channel drop-down list. 

• Enter the network wireless security settings. 

9. After entering the wireless network settings, click the Apply button, and then close 
the EWS. 

10. Open the AirPort Setup Assistant, and then reset the computer to the original 
AirPort configuration. 

Go to the next page... 
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n. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

12. Double-click the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

13. Open Chooser, and then select the HP Inkjet 6.x icon. 

14. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

15. Select the printer, and then close Chooser. 
Additional computers 

You must install the printer software on each computer that will use the printer. Follow 
steps 1 1 through 1 5 above to install the printer software on other network computers. 

802.1 1g 

The printer defaults to 802.1 1 b in ad hoc mode in order to be compatible with the 
widest assortment of 802.1 1 devices. If your network is made up of only 802.1 1 g 
devices, then you might want to configure the printer to operate in 802.1 Ig mode in 
order to optimize network performance. 

To configure the printer to operate in 802.1 1 g mode while connected to an ad hoc 
network, follow the steps under "802.1 Ig" on page 13. 
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Troubleshooting a wireless connection 



During software installation 

During the software installation process, the setup wizard searches for the printer 
twice, once when the Ethernet coble is connected to the printer, and then after the 
Ethernet cable has been removed. 

The computer cannot find the printer when the Ethernet cable 
is connected 

If the computer cannot find the printer when the Ethernet cable is connected, verify the 
following before investigating any of the topics in this section: 

• All cable connections to the computer and the printer are secure. 

• The network is operational and the network hub, switch, router, or Wireless 
Access Point (WAP) is powered on. 

• The printer is powered on, paper is loaded in the In tray, and the print 
cartridges are correctly installed. 

• All applications, including virus protection programs and personal firewalls, 
are closed or disabled. 

If you corrected any of the above, try running the installation wizard again. 
Connect the Ethernet cable if it is not connected 

Connecting the Ethernet cable to the printer is crucial to successfully configuring the 
printer to operate on a wireless network. 

Use an Ethernet cable to connect the printer to an Ethernet port on the network, such 
as an available Ethernet port on a Wireless Access Point (WAP), router, hub, or wall 
socket. 

After connecting the cable, rerun the installation wizard. When prompted during the 
installation, remove the Ethernet cable. 
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check the Network light 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 



Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 



Then try one of the following solutions to connect the printer to the network. 

* Disable any software firewall running on the computer 

A software firewall can prevent the computer from finding the printer on the 
network during the printer software installation process. If the computer cannot 
discover the printer, then the printer software cannot be installed on the computer. 

If the computer has a software firewall other than the firewall included with 
Windows XP installed (such as, BlacklCE®, ZoneAlarm®, or Brickhouse®), 
consult the documentation that came with the firewall for help in disabling the 
firewall. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

Before installing the printer software on a computer, temporarily disable the 
software firewall on the computer, and then assign the printer a static IP address. 
After the printer software is installed on the computer, re-enable the firewall. 

For instructions about connecting the printer to a network on which computers are 
protected by a software firewall, go to "Configuring the printer for a software 
firewall" on page 52. 
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Place the printer and the computer on the same subnet 

A subnet is a small network that is part of a larger network. If tfie computer is on 
a different subnet than the printer, the software installation can be problematic. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 10, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop<lown list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the computer and the printer are not on the same subnet, move the printer to 
the same subnet as the computer, and then run the setup wizard again. 
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The computer and the printer are on different subnets. 




The computer and the printer are on the same subnet. 



• Verify that the computer is connected to the network 

Verify that the computer is connected to the network and the computer LAN or 
network card is operating correctly. 

The computer cannot find the printer after you remove the 
network cable 

Check the Wireless Status light on the front of the printer. If the Wireless Status light is 
not illuminated, then the printer wireless radio is not active. 



Verify that the network cable has been removed from the printer. The printer cannot 
communicate over a wireless connection if the network cable is connected to the 
printer Ethernet port. 

Check the Network light 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 
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Try the following solutions: 

■ Check the Signal Strength indicator 

Check the Signal Strength indicator on the front of the printer. If all three bars 
are illuminated, then the printer is receiving a strong radio signal. 




If none or only one of the bars on the Signal Strength indicator is illuminated, 
then verify the follov\/ing conditions: 

• No large objects are obstructing the path between the printer and the 

WAP or the printer and the computer. 

• The printer is within range of the WAP or computer. 

• A cordless phone or microwave oven is not operating near the wireless 
network. 

* Compare the printer wireless settings to the network wireless settings 

Press the Report Page button on the front of the printer to print an HP Report 
page. 




Check the settings displayed on the HP Report page against the wireless settings 
for the network. Find the settings that do not match. Use the Ethernet cable to 
connect the printer to the network, rerun the setup wizard, and then enter the 
correct network wireless settings to configure the printer for the network. 
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• The Wireless Access Point (WAP) filters by MAC address 

If the network WAP or router filters network devices by MAC address, then follow 
these steps: 

1. Find the printer hardware address (MAC address) on the HP Report page. 

2. Open the configuration utility for the WAP or router. 

3. Enter the printer MAC address for the printer. 

For help using the configuration utility for the WAP or router, consult the 
documentation that came with the WAP or router. 

After software installation 
Printer does not print 

If the printer does not print, then verify the following: 

• The printer is loaded with paper. 

• The printer is not experiencing a paper jam. 

• The Print Cartridge Status lights on the front of the printer are not illuminated 
or flashing. 

• The printer is selected in the application from which you are attempting to 

print. 

• The network is operational and the network hub, switch, router, or Wireless 
Access Point (WAP) is powered on. 

• The printer is powered on. 

For further troubleshooting information, see the printer online user's guide installed on 
the computer. 

If each of the above conditions is true, then follow the steps to check the Network light 
as shown under "Check the Network light" on page 30. 
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Network settings are wrong or have changed 

If any of the settings displayed on the HP Report page do not match the network 
settings, or if the network wireless security settings have changed, follow these steps: 

1. Connect the Ethernet cable to the printer Ethernet port, and then do one of the 
following tasks: 

• For an ad hoc network: connect the Ethernet cable to your computer. 

• For an infrastructure network: connect the Ethernet cable to the Wireless 
Access Point or router. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading click Wireless (802.11). 

5. Click the Wireless Setup button to run the wireless setup wizard. 

6. After the wireless setup wizard has finished, close the EWS, and then disconnect 
the Ethernet cable. 
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If the printer still does not print, try the following solutions: 

• Network authentication protocol is not supported by the printer 

If you changed the network authentication protocols on your wireless network 
after connecting the printer to the network, you might have selected a protocol 
that is not supported by the printer. 

The printer can support WEP authentication, WPA-AES, and WPA-TKIP. The 
network to which the printer is connected must use one of these authentication 
protocols or no authentication at all. 

• Software firewall is blocking access to the printer 

If your network uses DHCP or AutolP to assign IP addresses to network devices, 
then a software firewall installed on your computer might block access to the 
printer after the printer is connected to the network and the printer software is 
installed on the computer. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

To fix this problem, follow the steps under "Configuring the printer for a software 
firewall" on page 52. 
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* The printer and the computer are not on the same subnet 

A subnet is a small network that is part of a larger network. If tfie computer is on 
a different subnet than the printer, the computer and the printer might not be 

able to communicate. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 10, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the computer and the printer are not on the same subnet, move the printer to 
the same subnet as the computer. 

The computer and the printer are on different subnets. 
The computer and the printer ore on the some subnet. 
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Connecting the printer to a wired Ethernet 
network 

Getting started 

Has the printer hardware been set up? 

Follow the instructions on the setup poster that come with the printer to set up the 
printer hardware before connecting the printer to the network. 

Are computers on the network protected by a software firewall? 

If any of the computers on the network are protected by a software firewall follow the 
instructions under "Configuring the printer for a software firewall" on page 52 before 
connecting the printer to the network. 

Connecting to the printer 

Step 1 : Connect the printer to the network 

Use an Ethernet cable to connect the printer to the network hub, switch, or router. 

For instructions on connecting the printer to a network, see "Step 1 : Connect the 
printer to the network" on page 37. 

Step 2: Install the printer software over a wired Ethernet connection 

The steps for installing the printer software on your computer vary by operating 
system: Windows, Mac OS9, and Mac OSX. 

For Installation Instructions, see "Step 2: Install the printer software over a wired 
Ethernet connection" on page 39. 
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Step 1 : Connect the printer to the network 



Follow these steps to connect the printer to on Ethernet network: 

1. Verify that the printer is powered on. 

2. Connect the Ethernet coble to the network hub, switch, or router. 

j--;;;:;::^^ Note: Do not plug the Ethernet coble into 

xJx^^^ a port labeled Internet, WAN, or Uplink. 

3. Connect the Ethernet coble to the Ethernet port on the bock of the printer. 

4. Do one of the following: 



State of the Link light 


Task 


On 


Go to step 5. 


Off 


Repeat steps 2 through 4. 

If the Link light is still off, then verify the following: 

• The printer is powered on. 

• The network hub, switch, or router is powered on. 

• All coble connections ore secure. 

• You ore using on Ethernet coble. 


Go to the next page.. 
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5. Press the printer Report Page button to print an HP Report page. 




6. Install the printer software on each computer that will use the printer (see "Step 2: 
Install the printer software over a wired Ethernet connection" on page 39). 

Note: It is recommended that the printer and the computers that use the printer be 
on the same subnet. 
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Step 2: Install the printer software over a 
wired Ethernet connection 



Software Firewall? If your computer is protected by a software firewall follow the steps 
under "Configuring the printer for a software firewall" on page 52 before installing the 
printer software. 



1. Insert the printer software CD in the computer CD-ROM drive, and then follow the 
onscreen instructions. 

2. On the G>nnection Type screen, select Wired Network, and then click Next. 

3. Follow the onscreen instructions to complete the software installation. 



1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double<lick the HP Deskjet 6800 installer icon, and then follow the onscreen 
instructions. 

3. On the Q>nnection Type screen, select Wired Network (802.3), and then click Next. 



Windows 



Macintosh 



Mac OS X 






Go to the next page... 
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4. Follow the onscreen instructions to complete the software installation. 

5. On the Add Printer screen, click Open Print Center. 

6. Click Add Printer. 

7. Do one of the following depending on the version of Mac OS X you are using: 

Mac OS X V 1 0.2.3 Mac OS x v 1 0.2.2 and lower 




Printer Mod«l: I Generic" 



3 



( Cancel ) ( Add j 




Printer Model: [Ot 



( CmctI ) ( Add ) 



Select Rendezvous. 



Select HP IP Printing, and then click the 
Discover button. 



8. Select the printer, and then click the Add button. 

9. Close Print Center. 
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Mac OS 9 

1. Insert the printer software CD in the computer CD-ROM drive, and then double- 
click the CD desktop icon. 

2. Double<lick the HP Deskjet 6800 installer icon, and then restart the computer 
when prompted. 

3. Open Chooser, and then select the HP Inkjet 6.x icon. 

4. When asked if you want the computer to scan for TCP/IP network printers, click 
Yes. 

5. Select the printer, and then close Chooser. 
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Troubleshooting a wired Ethernet 
connection 



During installation 

The computer cannot find the printer 

If you are unable to install the printer software on the computer or discover the printer, 
verify the follov/ing before investigating any of the topics in this section: 

• All cable connections to the computer and the printer are secure. 

• The network is operational and the network hub, switch, or router is powered 
on. 

• The printer is powered on. 

• All applications, including virus protection programs and personal firewalls, 
are closed or disabled. 

Check the Network light on the front of the printer. If the Network light Is not 
Illuminated, then the printer Is not connected to the network. 




Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 




Then try one of the following solutions to connect the printer to the network. 
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Printer and computer are on different subnets 

A subnet is a small network that is part of a larger network. If tfie computer is on 
a different subnet than the printer, the software installation can be problematic. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 1 0, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter Command. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the printer and the computer are not on the same subnet, move the printer to 
the same subnet as the computer and then run the installation wizard again. 




The computer and the printer are on different subnets. 




The computer and the printer ore on the same subnet. 



Disable any firewall running on the computer 

A software firewall can prevent the computer from finding the printer on the 
network during the printer software installation process. If the computer cannot 
discover the printer, then the printer software cannot be installed on the computer. 

If the computer has a software firewall other than the firewall included with 

Windows XP installed (such as BlacklCE®, ZoneAlarm®, or Brickhouse®), 
consult the documentation that came with the firewall for help in disabling the 
firewall. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

Before installing the printer software on a computer, temporarily disable the 
software firewall on the computer, and then assign the printer a static IP address. 
After the printer software is installed on the computer, re-enable the firewall. 

For instructions about connecting the printer to a network on which computers are 
protected by a software firewall, go to "Configuring the printer for a software 
firewall" on page 52. 



After installation 
Printer does not print 

If the printer does not print, then verify the following: 

• The printer is loaded with paper. 

• The printer is not experiencing a paper jam. 

• The Print Cartridge Status lights on the front of the printer are not illuminated 

or flashing. 

• The printer is selected in the application from which you are attempting to 
print. 

• The network is operational and the network hub, switch, or router is powered 
on. 

• The printer is powered on. 

• All cable connections to the computer and the printer are secure. 

For further troubleshooting information, see the printer online user guide installed on 

the computer. 

Check the Network light on the front of the printer. If the Network light is not 
illuminated, then the printer is not connected to the network. 




Verify that the cable connections are secure. If the cable connections are secure, 
press the Report Page button on the front of the printer to print an HP Report page. 




Then try one of the following solutions to connect the printer to the network. 
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Printer and computer are on different subnets 

A subnet is a small network that is part of a larger network. If tfie computer is on 
a different subnet than the printer, the computer and the printer might not be 
able to communicate. 

Compare the printer IP address listed on the HP Report page with the IP address 
for the computer. If the first set of digits in the IP addresses are not identical, then 
the printer and the computer are not on the same subnet. For example, if the 
computer IP address begins with 1 69 and the printer IP address begins with 1 0, 
then the printer and the computer are not on the same subnet. 

To find the IP address on a Windows computer: 

1. Click Start, click Run, and then enter 0>mmand. 

2. Type ipconfig at the command prompt, and then press Enter. 

To find the IP address on a Macintosh OS X computer: 

1. Open the Network control panel. 

2. Select Airport in the Show drop-down list, and then click TCP/IP. 

To find the IP address on a Macintosh OS 9 computer, select TCP/IP from the 
Apple menu. 

If the printer and the computer are not on the same subnet, move the printer to 
the same subnet as the computer. 



0 




0 



The computer and the printer are on different subnets. 




The computer and the printer are on the same subnet. 



• Software firewall is blocking access to the printer 

If your network uses DHCP or AutolP to assign IP addresses to network devices, 
then a software firewall installed on your computer might block access to the 
printer after the printer is connected to the network and the printer software is 
installed on the computer. 

Note: The software firewall included with Windows XP does not interfere with the 
connection to the printer. If the computer is only running the Windows XP 
software firewall, then you do not need to disable the firewall during software 
installation or assign the printer a static IP address. 

To fix this problem, follow the steps under "Configuring the printer for a software 
firewall" on page 52. 

Network settings have changed 

Follow these steps to check the printer network settings listed on the HP Report page 
against the actual settings for the network: 

1. Open the configuration utility for the network hub, switch, or router and find the 

network settings. 

For help using the configuration utility for the network hub, switch, or router, 
consult the documentation that came with the hub, switch, or router. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading, click Wired (802.3). 

5. Click the IP Configuration tab. 

6. Enter the correct settings for network, and then click the Apply button. 

7. Close the EWS. 

8. Press the printer Report Page button to print an HP Report page. 




9. Compare the printer network settings to the actual setting for the network. If the 
settings do not match, repeat steps 2 through 9. 



Managing the printer on a network 

The printer offers several tools to help you manage the printer on a network. 



HP Report page 49 

Embedded Web server (EWS) 50 

Changing wireless security settings 51 

Configuring the printer for a software firewall 52 

Resetting the printer to factory default settings 57 
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HP Report page 

Press the Report Page button to print an HP Report page. 




The HP Report page supplies useful information about the printer wireless, wired, and 
PictBridge connections, such as the following items: 

• URL: The address of the printer embedded Web server. 

• Hardware address (MAC): The printer media access control (MAC) address. 

• IP address: The IP address of the printer. 

• Subnet mask: The subnet mask of the network to which the printer is 
connected. 

• Default gateway: The IP address of the gateway. 

• Communication mode: The wireless communication mode to which the printer 
is set. 

• Network name (SSID): The network name of the wireless network to which the 
printer is connected. 

• Channel: The number of the channel on which the printer wireless radio is 
broadcasting. 

• Authentication type: The authentication protocol that the printer is using. 

• Encryption: The wireless encryption strategy that the printer is using. 



Embedded Web server (EWS) 

The printer has an internal Web page, called the embedded Web server (EWS). You 
can access the EWS with an Internet browser. 

To use the EWS, the printer must have a valid IP address and be on the same subnet 
as the computer you are using. 

Follow these steps to open the EWS: 

1. Press the printer Report Page button to print an HP Report page. 




2. Find the printer URL on the HP Report page. 

Note: Verify the printer URL is something other than hftp://0.0.0.0 and that the 
subnet mask matches that of your computer. If either of these conditions is not 
true, connect an Ethernet cable to the printer and the network router, and then 
repeat steps 1 and 2. 

3. Launch the Web browser (use either Internet Explorer 5 and higher, Netscape 
4.75 and higher, or Safari). 

4. Enter the printer URL in the browser address box, and then press Enter. 





r r' ' 
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Changing wireless security settings 



If you change the wireless security settings for your wireless network, you must 
reconfigure the printer with the new settings. 

Getting started 

Before reconfiguring the printer, you must find the following settings: 

• Network name (SSID) 

• The new wireless security settings: 

• WEP: Find the WEP key(s) 

• WPA: Find the passphrase and authentication protocol 

Consult the configuration utility for the network Wireless Access Point (WAP) to find 
the wireless security settings. 

Configuring the printer 

Follow these steps to reconfigure the printer with new wireless security settings: 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 

or wall socket. 

2. Open the printer embedded Web server (EWS). For help opening the EWS, see 
page 50. 

3. On the EWS, click the Networking tab. 

4. Under the Connections heading, click Wireless (802.11). 

5. On the Wireless Setup tab, click the Start Wizard button. 

6. Follow the onscreen instructions to enter the new settings and finish the 
configuration. 
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Configuring the printer for a software 
firewall 

A software firewall protects a computer from unauthorized access when a computer is 
connected to the Internet. 

Popular software firewalls include: BlacklCE®, ZoneAlarm®, and Brickhouse®. 

Note: Windows XP has a software firewall included. If your computer uses only 
the Windows XP firewall, then you do not need to follow the instructions 
contained in this section. 

Problem 

Unfortunately, a software firewall can cause two problems when using the printer on 
a wired or wireless network. 

• Failed installation: A software firewall can prevent the computer from finding the 
printer on the network during the printer software installation process. If the 
computer cannot discover the printer, then the printer software cannot be installed 
on the computer. 

• Lost connection: If the printer is connected to a wired or wireless network that uses 
DHCP or AutolP to assign IP addresses, then if the printer IP address changes, a 
software firewall can prevent the computer from finding the printer on the network 
even if the printer software has been successfully installed on the computer. 

Solution 

In order for the printer to be usable on a network on which computers are protected 
by a software firewall, you must do the following: 

1. Temporarily disable the software firewall before installing the printer software on 
a computer. 

2. Assign the printer a static IP address. 
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Temporarily disabling the software firewall before installation 

Before assigning the printer a static IP address and then installing the printer software 
on a computer, temporarily disable the software firewall on the computer. For 
instructions about disabling the software firewall, see the documentation that came 
with the software firewall. 

Whenever the software firewall is disabled, HP strongly recommends that the 
following items be installed on the computer: 

• A hardware device, such as a gateway, that provides firewall protection 
between the computer and the Internet 

• An up-to-date anti-virus software program 

For maximum virus protection while the firewall is disabled, disconnect the computer 
or router from the Internet while you install the printer software on the computer. After 
the printer software is installed, you can reconnect the computer or router to the 
Internet. 

After disabling the software firewall, follow the steps for assigning the printer a static 
IP address. 
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Assigning the printer a static IP address 
Getting ready 

Before assigning the printer a static IP address, you must find tfie following 
information about your network: 

• The IP address range of the network DHCP server 

• Subnet mask 

• Gateway 

To find this information, see the configuration utility for the network router or switch. 
Otherwise, see the documentation that came with the network router or switch. 

The static IP address must be outside the range of IP addresses that your network 
assigns to devices on the network. 

For example, a network might use DHCP to assign IP addresses that range from 
1.1.1.1 to 1.1.1.1 00. In this case, 1 . 1 . 1 .25 would not be a good static IP address to 
assign to the printer since it falls in the range of IP addresses assigned by the network. 
However, 1.1.1.101 would be a good static IP address because it falls outside the 
range of IP addresses assigned by the network. 
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Assigning the static IP address 

Follow these steps to assign the printer a static IP address: 

1. Use an Ethernet cable to connect the printer to an Ethernet port on the network, 
such as an available Ethernet port on a Wireless Access Point (WAP), router, hub, 
or wall socket. 

2. When the Network light on the front of the printer is turned on and solid, press 
the Report Page button to print an HP Report page. 




3. Find the printer URL on the HP Report page. 

4. Launch the computer Internet browser, and then enter the printer URL listed on the 
HP Report page in the address box to open the printer embedded Web server 
(EWS). 

5. On the EWS, click the Networking tab. 

6. Under the Connections heading, click one of the following options: 

• If you are connecting the printer to a wired Ethernet network, click 
Wired (802.3). 

• If you are connecting the printer to a wireless network, click Wireless 
(802.1 1), and then click the IP Configuration tab. 

7. Under the IP Address Configuration heading, select Manual IP, and then enter the 
static IP address you want to assign to the printer, the subnet mask, and default 
gateway. 

Note: Remember, the static IP address must be outside the range of IP addresses 
assigned by the network. Also, if you do not have a subnet mask or default 
gateway to enter, then enter 0.0.0.0 for each item. 

Go to the next page... 
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8. Under the DNS Address Configuration heading, enter the preferred and alternate 
DNS servers. 

Note: If your do not hove preferred and alternate DNS servers to enter, then enter 
0.0.0.0 for each item. 

9. After entering all of the information, click the Apply button, and then close the 
EWS. 

10. Open the configuration utility for the software firewall, and then enter the IP 
address that you assigned to the printer in the list of accepted IP addresses. 

For help with the software firewall configuration utility, see the documentation that 
came with the software firewall. 

After assigning the printer a static IP address, follow the printer software installation 
instructions appropriate for how you want to connect the printer to the network: 

• Wireless connection: go to page 9. 

• Wired Ethernet connection: go to page 37. 

Note: After installing the printer software, re-enable the software firewall on the 
computer. 
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Resetting the printer to factory default 
settings 

Resetting the printer to the factory default settings clears all the settings from the 
printer memory for your network. This should only be done as a last resort when 
troubleshooting the printer. 

Resetting the printer to the factory default settings may require you to reinstall the 
printer software. Additionally, you will also have to reconfigure the printer security 
settings. 

The printer default settings are: 



Option 


Default setting 


Communication mode 


Ad hoc 


Network name (SSID) 


hpsetup 


Encryption 


None 


IP address 


Automatic 


Wireless radio 


On 


EWS administrator password 


[blank] 



Follow these steps to reset the printer to the factory default settings: 

1. Verify that the printer is powered on. 

2. Press and hold down the Report Page button. 

3. While holding down the Report Page button, press the Cancel button three times. 

4. Release the Report Page button. 
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Glossary 



802.1 Ig and b: 802.1 1 g and 802.1 1 b are wireless standards that communicate in 
the 2.4 GHz band. 802.1 Ig provides speeds up to 54 Mbps. 802.1 lb provides 

speeds up to 1 1 Mbps. 

Ad hoc network: A type of v/ireless network in which devices directly communicate 
with each other rather than through a Wireless Access Point (WAP). Ad hoc networks 
ore typically small and simple (for example, two wireless PCs or a wireless PC and a 
wireless printer). Performance on these types of networks can degrade if more than 
six devices are on the network. Ad hoc networks are also known as "computer-to- 
computer networks," "peer-to-peer networks," "independent basic service stations 
(IBSS)," or "direct-connect wireless networks." 

Authentication: Authentication is a wireless network security strategy. On a network 
with authentication, devices use a shared key as a password and communicate only 
with devices that know the key. Unlike WEP, authentication does not encrypt the data 
sent between wireless devices. However, authentication can be used in conjunction 
with WEP. Authentication keys and WEP keys can be identical. 

Channel: One of several pre-set frequencies at which 802.1 1 -enabled devices 
communicate in order to reduce interference. The number of channels available varies 

by country/ region. 

Embedded Web server (EWS): The printer embedded Web server is a networking 
configuration utility that is accessed through an Internet browser. For more 
information, see "Embedded Web server (EWS)" on page 50. 

Encryption: A network security strategy that encodes the data sent across a wireless 
network making the data unintelligible to eavesdroppers. The printer supports WEP 
and WPA. 

Encryption keys: A sequence of characters or digits that a wireless device uses to 
encode data. Encryption keys can be static (as they are in WEP) or dynamic (as they 
are in WPA). 
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Ethernet: A popular form of wired computer networking for Local Area Networks. 

Ethernet cable: Tfiere are two types of Etfiernet cables. A straigfit-tfirougfi cable is tfie 

most common and is used to connect devices on a network to a hub or router. A 
crossover cable is used to connect two devices that have Ethernet ports but that are 
not hubs or routers. 

Firewall: A combination of hardware and software tools that protect a network from 
unwanted entry. 

Gateway: A dedicated device (router or computer) that connects two different 
networks. For example, a computer on an Ethernet network may act as a gateway 
between the network and the Internet. 

Hub: A simple device that acts as the center of an Ethernet network. Other devices on 
the network are connected to the hub. 

IP address (Internet Protocol address): A unique number that identifies a device on a 
network. The IP address is often automatically assigned by DHCP or AutolP. However, 
a device can be manually assigned a static IP address. 

Infrastructure network: A type of wireless network in which devices communicate with 
each other through a Wireless Access Point (WAP), such as a wireless network hub, 
router, or gateway. 

Network card: A network card enables a computer to communicate on a wired or 
wireless network. 

Network name: A network name is an alphanumeric, case-sensitive character string 
that provides basic access control to a wireless network. A network name is also 
known as a "Service Set Identifier (SSID)." 

Subnet: A small network that acts as part of a large network. It is recommended that 
the printer and the computers that use the printer all be on the same subnet. 

Subnet mask: A number that identifies the IP addresses that belong to a subnet. 

Switch: A network device that manages network traffic in order to minimize collisions 
and maximize speed. 



USB flash drive: A USB flash drive is a portable storage device that plugs into a USB 
port. USB flash drives are sometimes called "thumbdrives" or "jumpdrives." 

WEP: Wired Equivalent Privacy (WEP) provides security by encrypting data sent over 
radio v/aves from one v/ireless device to another wireless device. WEP encodes the 
data sent across the network making the data unintelligible to eavesdroppers. Only 
devices that share the same WEP settings as the printer will be able to communicate 
with the printer. WEP depends on encryption keys that are static and provides less 
security than WPA. 

WEP key: A WEP key, or encryption key, is a sequence of alphanumeric characters or 
hexadecimal digits. After creating a WEP key, you must remember it or store it in a 
secure location. You may not be able to retrieve the WEP key if you lose it. A WEP 
key is either 64- or 1 28-bits long. The first 24 bits of the key are provided 
automatically. When creating the WEP key, the person creating the key provides the 
remaining bits (40 bits in the case of a 64-bit key, or 1 04 bits in the case of a 1 28-bit 
key). 

Wireless Access Point (WAP): A Wireless Access Point (WAP) is a device through which 
devices (for example, computers and printers) on an infrastructure wireless network 
communicate with one another. A WAP is also called a "base station." 

Wireless Network Key: On a computer that is running Windows XP service pack 2, 
you can use a USB flash drive to create a Wireless Network Key. A Wireless Network 

Key allows you to easily configure wireless devices for a wireless network. For more 
information, see "Infrastructure network with a Wireless Network Key" on page 10. 

Wireless profile: A wireless profile is a collection of wireless network settings that 
applies to a particular wireless network. For example, a wireless LAN card can have 

one profile for a home network and another profile for an office network. When 
installing a device on a network, be sure to select the appropriate profile. 

WPA: Wi-Fi Protected Access (WPA) provides security by encrypting data sent over 
radio waves from one wireless device to another wireless device and by controlling 
access to network resources through authentication protocols. Only devices that share 
the same WPA settings as the printer will be able to communicate with the printer. 
WPA uses encryption keys that change frequently. WPA provides better security than 
WEP. 
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mmwmu^ (wep) 

Wimm^^^ (WEP) mmmm&Mm^^ri-^mummimm^-ismBmmifim 
mmim^ii ' m wep mm±mmmim wep ±mmtmm ° 

wm^mmmmu^m wep mmm±mi'? ' wep - 

§ Wi-Fi ^liKl^^ffi (WPA) 

S Wi-Fi ffiliWffIX (WPA) MiiilfTT^iJfiil^limS^tt : 
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Windows 



2. EP^tii5:fi CD mxmmff^} cd-rom r^titi ' MftgHf^«s±e^tgstfAff ° 
mmmm 
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^Mim USB wAmmmim mmmm^mA > mnm^mmmm±mmmmmm 

sffiffl USB imWiimim m'mm^^m^ mmwmm. > rn'mm^^imm 

Windows XP Service Pack 2 ti'Mm&.RB'SMMBmi^ii '^MU Windows 
XP Service Pack 2 ' iffSM Microsoft Mi^ '• www.microsoft.com ° 

mmmmm^^m 

mm m&mm±mA ummmm^mmimm ' it : 

1 . ffi Windows ^H± ' m-rm^i^ - immmm^m - mmmmmmumm - mmm 

• gii Windows ^ti rmmmm±m^ ^mmmmmm^ 

rmmm ... 
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4. mmmmnm ' m m&mm±m^ mx^^mmmyi^ PictBndge usb ±i » 




5. mmmmm^4mmmm^^k ° 

7. mmmmm cd jicAHMs^ cd-rom iisi ^ ' mmmmmm±mn^^mn ° 
mmmm 

S 9 ' fisitkWMI!i±$^Wlgtii:tg ° 
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• mmmmmm^m (ssid) 

• mmm^ ■ mm 

• mm^m (ssid) : hp its 




3. ffi THP fg^j M± ' ^iST3^iJ!SJgfi : 

• m^^m (SSID) :^ hp 

• IP fulji?^^ 0.0.0.0 

'n^m 1 s 3 ° 

TMIB« ... 
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4. mmmmm cd mxmmm cd-rom m^m ' rn'mmmm^mn^smn ° 
6. eps« Hie^jg^^iiKM^^ = 



s 6 ' ^mmMm^^mwmmmm ° 



K HP IHM : www.hp.com/support ° 



ffiifiMii^^ ' mmmmnm^jE^^ 802.1 ib ' &M^iiim^mim6'^ 802.1 1 g 



Efflw ° ^f^s^ps^Hffiffl 802. iig ^fiffl/?)c ' fm^^^m^mmmm^ 802.1 ig 

gSjl^glMfm»BtHfEP^M«lgfi 802.1 Ig llsC^Sft : 

1 . rm^mmm^^^ web imm (ews) ° sm^iss^^pmia^^ ews ^^mm ' if # 

r^ill 50 M ° 

2. i$-T Networking (a^) 11^ ° 

3. ffi Connections ( jiJf) IlilT ' Wireless (802.1 1) 802.1 1 ) = 

4. e-T Advanced mm) WM ^ 

5. Iti/ilJIMM ' mkMWMM. in an ad hoc network use 802. 1 1 b behavior ( ffi 

^mmm^mm 802.11b mm mm-nm ° 

6. Apply (gffl) gffi ' ^ItBilfl EWS ° 



lilitODttii 



802.1 1g 
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Macintosh 



Mac OS X 



1. mmz.±mmmmimmmmmm^±^z.±mn > mm ■ wap > 

2. mmmtxm cd iSASfiw cd-rom mmm ' mrmm cd j^i 

3. MS HP Deskjet 6800 installer ( HP Deskjet 6800 ) Bf 

4. ffi Connection Type ( liJi^iS ) ^Ei ' HIX Wireless Network (802.1 1) ( 

jfg 802.11) '^fte-TNext (T-^) ° 



ConiMction Type 

Selwt how rtie printer will be cqnnetted 



Seiecl how the printer will be connected to vour computer or the network 
after It Is setup: 



9wirel£ss Networli (B02.il) 



Connect using wireless networking, 
such as Airport. 



Qwiiai Network (^02.3) Connect using the Ethernet cable. 

6 USB (non-network) Connect using a USE cable. 



( Back ) ( Mext j 



5. mm^rMmmm^mniixmmm±mmm 



rmmm. 
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6. ft Confirm or Change Settings iWM^^MWt^) 4ffi± ' T Change SeHings 

8 O HP De^kjei Series Setup Assistant ^ 



Canfimi or Change Settings 

Cofifirm or change the printer's netwQik settings. 



. Th* setup assistant detected the tolloiflrilng network settings for the printer; 



Printer Host Name: 


HPCE4S21 (Deskjet 6S0W 


Wireless Settings: 




Cammunicatign Mgde: 


AdHoc 


Network Name <$$ID): 


hpsetup 


Entrvption Typ*: 


Disabled 


TCP/IP Settings: 




IP Address: 


10.0.1.3 


Subnet Ha!lr: 


25S.255.2SS.O 


Defajit Gateway; 


255.255. 2SS.0 


□MS Server: 


10.0.1.1 



Click 'Next' tn apply the5.e settings to the printer. 
Click 'Change Settings' to change these settings. 



7. ft Change Settings ( ) affl± ' l^-T Change Settings (@M^^) g 

EP^iiftKi^: Web mm (ews) mtrm ° 

8. ft EWS ± ' g-T Networking (mm) IIM " 

9. ft Connections (jiJf ) WMT ' fS^T Wireless (802.11) (MWl 802.1 1 ) ° 

10. ft Wireless (802.11) Interface (M^ 802. 11 itM) MM± ' fg-T Start Wizard 

(mmmm) mm ' a.^m rwireless configuration wizard J («||ffifi|flS) ° 




Deskjet 6800 




Wireless (802.11) Interface 



Walcoma to the Wiralass Configuration 
Wizard 

There are many options forwireless 
connections. To configure your wireless 
connection, you will be guided through a 
n u mber of steps that will complete you r 
configuration. 
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12. 7c)?)c Wireless Configuration Wizard (Ml^fflFJ^S) 'ik ' liS EWS ° 

13. ffi Confirm or Change Settings (SS^^^M^^) *ffl± ' g-T Next O 

14. ^mMmmmfrs%mmmm'^m ° 

15. ffi Add Printer (JllAfP^il) *ffi± ' 
Center) ° 

16. S-T Add Printer (APAPP^SI) ° 

17. mmmm^ Mac OS X fS* - #lffT^lJJift;i- : 



T Open Print Center ( Print 



Mac OS X V 10.2.3 



Windows Printing 



Printer Model: ' Cenerin 



f l^ancel j ( Add ) 



Mac OS X V 10.2.2 M^^Wf 



windows Printing 



Printer Model: CererM 



f- Cn wcel -j { Add ^ 



Rendezvous 



HP IP Printing ( HP IP ) 
mk^-y Discover gffi <> 



18. iilXEPUti ' ^ftg-T Add (ilPA) Igffi ° 

19. liffl Print Center <> 



1 . mmmm.m cd asbiw cd-rom mmm ' i^^iiiis cd ^mmm = 

2. iiS HP Deskjet 6800 installer ( HP Deskjet 6800 ) Hit ' ^fi:gMaS±W 

3. i£ HP Deskjet 6800 series printer Setup Assistant ( HP Deskjet 6800 series PP^^^ 

4. r?fl^^ Print Center ' ^|*:gS^±ffiPiTll^6^^S 1 5 S 1 9 IJlff ° 
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2. mmmxm. cd mxmmti^ cd-rom assii ' mmmta cd ^EB(t » 

3. HP Deskjet 6800 installer ( HP Deskjet 6800 ) Hit ' f^tliSHf^* ffi±W 

4. Connection Type ( jilf US) « lB± ' iilX Wireless Network (802.1 1) {^WiM 
^802.11) 'MMS-TNext (T^^) ° 



-ii]ta^a.sMfl.s.ii«.iMu...j 



Coniwctlon Type 

Select how the printer will be connected. 



Select how ihe printer will be connected to yaui computer or the network 
after It Is setup: 



|Win;li!S5Netwt)rtr(a02.ii) Connect using wireless networking, 
I such as AirPort. 



QWired Network (802.3) Connect using the Ethernet cable. 

O USB (non-networt) Connect using a USB cable. 



( Bacit ~) ( Next ~) 



5. mm^Tm^imimm^m7&.mmm±mm 
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6. Confirm or Change Settings ( 51^^® ) <ffi± 

HP De^kjei 6M0 Series toup Aisjstani 



c— T Change Settings 



Confirm or Change Settings 

Cofifirm or change the printer'^ netwgrk ^etting&. 



The setup assistant detected the foiiowing network settings for the printer; 



Printer Host Name: 


HPCE4821 (Deskjet 6S0O> 


Wireless Settings: 




Communication Made: 


AdHoc 


Network Name ($$ID): 


hpsotup 


Encrvption Type: 


Disabied 


TCP/IP Settings: 




iP Address: 


10.0.1.3 


Subnet Mask: 




Default Gateway: 




□HS Server: 


10.0.1.1 



Cilck 'Next' in apply these settings to the printer. 
Click 'Change ^ttings' to change these settings. 



7. a Change Settings ( ®M^S ) affi± ' g-T Change Settings (®M^S) g 

EP^tiftSj^ Web mm (Ews) mtrm ° 

8. S EWS ± ' Networking (^11)^^° 

9. iS Connections (iiti) IgST ' S^T Wireless (802.11) (Ml^ 802.11 ) ° 

10. ffi Wireless (802.1 1) Interface (MB 802.1 1 itM ) MM± ' g-T Advanced ( j 



I) 
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• ffi Network Name (ffl^S^fS) IIMT ' H^SK^M imta : TMyNetworkj ) 

mx ssiD ° 

• ft Network Settings ^ST : 

• MX Ad Hoc (mm) ° 

• f;^ Channel (Hit) 

12. liiAte^^^eiS^ti ' ^^-T Apply (#ffl) gffi ' ^Itlilfl EWS ° 

13. iS Add Printer (tJliXmW MM± ' g-T Open Print Center Print 
Center) ° 

14. g-T Add Printer (APAPP^il) ° 
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15. mm^Mmff^ Mac OS X IS* ' mnrnmi'?^.- ■■ 

Mac OS X V 1 0.2.3 ^Z^fk^ Mac OS X v 1 0.2.2 I^M^fk^ 



Window?. Priming 



Printer Model: [ Ceneric 



Printer Model: I Ceneri- 



^ Caned -j ( Add 



Cancel ; ■ Add 



MM Rendezvous 



MM HP IP Printing ( HP IP MP ) 
f^ltS-T Discover Sffi ° 



16. mmwmm > mrm-r Add mx) mm ° 

17. fMWi Print Center ° 

mmmm 

1 . mmm^m cd mxmmfi'^ cd-rom n^ti - mmmm cd ^sHft ° 

2. mm HP^Deskjet 6800 installer (HP Deskjet 6800 ^m^) MB. ' BMmmMM^^'^ 

3. S HP Deskjet 6800 series printer Setup Assistant ( HP Deskjet 6800 series 



Print Center ' fifigM±ffimfl^S^^S 1 3 S 1 7 ° 
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802.T1g 

mmwm^^ ' wm^immtrn^j^nm 802.11b' mn'^i::mMmmm 802.1 1 is 
mmm ° ^m&mmRim 802.1 ig mm'^m > ^mmmmimmmmm^ 802.iig 

^ffiiifiaififtsfiiHs^Ht^fEPiiMigft 802. 11 g tis^^^f^ ' immm ^3Mm 

r802.11gj ^W^IS^lff ° 
Mac OS X Classic 

1 . mmmm ^ 4 n^mw^ Mac os x mm^^m^^mmmm ° 

2. Pfl^^ Chooser (MSB^) ' BMMm HP Inkjet 6.x fflft ° 

H± : ^/^r5W*giJ HP Inkjet 6.x Hft ' If EP^IllXii CD Sj( AUSi CD-ROM 5i5f 

11 ' mmmmmm±mnfr^^m Mac os 9 wmmmmm^ ° ' «mtf ^.^ 
1 ° 

3. g.^i£i6)r»i/g5^5^ii)3isffi TCP/IP mmtmmm ' its-r Yes (^) ° 

4. jilXEPlgS ' fif^ISm Chooser mM^} ° 
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Mac OS 9 

2. #s mm^ immm^^m 



4. 

5. 
6. 
7. 



mm±mz.±mn ' : wap > m^m > ^ni 




3. mrw'. 



mmn^^i thp ig^j i 




mm ' mmmmtyjm^mx ^HPm^A M±^m'^wmm 

URL ' i^irmmmwij^ web mm (ews) = 

ffi EWS ± ' g-T Networking (mB) IIM ° 

ffi Connections (jiJf) tiST ' S^T Wireless (802.1 1) (MH 802.11) ° 
S Wireless (802.1 1) Interface ( 802.1 1 ifM ) MM± ' g-T Start Wizard 

{mWmm.) ^m.' \mW] rWireless configuration wizard J («||ffifi|flS) ° 




Deskjet 6800 



Home 1( Settings. 1f Walworkihg " ] 



APPLICATIONS_ 



Wireless (802.11) lntei-face 



/ WIrel 



P Cgntiguatian 1 1 AdvancBd 1 



Ttiere are many options fi3r wireless 
connections. To configune your wireless 
connection, you will be guided ttiraugti a 
number of steps ttiat will complete your 
configuration. 



21 



8. mmmm^m^mm^mmi^^ ° 

9. '^m Wireless Configuration Wizard (MBMW^M) ' Iflfl EWS = 

10. 'immmRrz.±mmmmf^m'imm = 

11. mmmmm cd rnxmrnn'^ cd-rom mmm ' ^itMig cd mmm ° 

12. iiiS HP Deskjet 6800 installer (HP Deskjet 6800 ^m^) Hit ' f^ftSMSi^^Ht 

m§mmmm - 

13. TfAl? Chooser ( jiffi^) ' f^ftSIX HP Inkjet 6.x Bft » 

14. ^^mmmmm^^mhrnm tcp/ip »En^tiB# ' itfe'- k Yes {^) ° 

15. MXEPH^'f^filim Chooser (SSe^) ° 



liiitiDDttri 




22 



1. Pil^AirPort Admin Utility (AirPort WfflM£jffl@5^) ' f^tt?Mf : 

a. g-T Base Station (mm^) ' ^ftSK Equivalent Network (^^lil^gS^ 

c. liK AirPort Admin Utility ( AirPort WJlM^^fflgJ^ ) = 

2. imz.±mmum^mmmmmmm±mz.±mn ' i^ij^d : wap ^ ^ mim 

3. lis riHsgj fg^M^s^s o , tm^mmmm ° 





URL ' i^irffll^EP^tifttSr*: Web mm (EWS) " 

6. ffi EWS ± ' Networking mW WM ° 

7. ft Connections (M^) ' g-T Wireless (802.11) (M^ 802.11)° 

TM«iM... 
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8. ffi Wireless (802. 1 1 ) Interface ( MM 802. 11 fTffi ) « ffi± ' g-T Start Wizard 

mmmm) mi ' l::XmW] rWireless configuration Wizardj («^;||E||flS) ° 




''wireless {SOZ.H} 



Ttiere are nnany options for wireless 
connections. To configure your wireless 
connection, yau will be guided ttirougti a 
numberof steps thatwill complete your 
configu ration. 



9. mmmm±&^mfr:m.mimmt^^ - ^w^s^^^m i ^mrs^ wep ±m ° 

10. Wireless Configuration Wizard (M^MW^M) \k ' ISIfl EWS = 

11. \'mm.mrrz.xmmim^mmmm = 

12. mmmm cd KAHsie^ cd-rom aifisti ' f^fi^is cd ^sHft ° 

13. HP Deskjet 6800 installer (HP Deskjet 6800 Hit ' f^ftSMSi^^Ht 

14. Chooser (^gEIg) ' f^ftillX HP Inkjet 6.x Hft » 

15. ^.^Mi^OrnliSi^g^miiSffi TCP/IP «En^tiH# ' mUr- K Yes {^) ° 

16. MXEPHS'fifiliM Chooser (S@ei&) ° 

S 16 ' ffiSW^liM±5:SEPII«fi ° 
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2. fjfl'g AirPort Setup Assistant (AirPort ^^ftdS) ' f^fiSPSaffiifi^JtRTKfAff ' J-il 
JDA3llfe^J«il«£^ » ffiffl hpsetup (hp^S) fl^llSJUAS^JSIfl^S^ ° 

3. SJ;fe THP M±?i|tii6^ URL ° 

URL ' &.fmmmm^ web isisggi (ews) « 

5. ffi EWS ± ' g-T Networking (®^) mW. " 

6. ffi Connections (jiji) IHIHT ' fS^T Wireless (802.1 1) (Ml^ 802.11) = 

7. ffi Wireless (802.11) Interface (MB 802.11 i^H) «H± ' fg-T Advanced (}i 

pg) mm ° 

• ffi Network Nome (ffl^^^S) IIST ' HfW^&ffi mm : TMyNetworkj ) 

HA ssiD y^m ' 

• Network Settings (aiJI^S) liST : 

• SIX Ad Hoc (mm) = 

• li^ Channel ( am ) Tfi^f^maito 

9. rnxmrn^^m^^^k ' m-r Apply (mm) mm.' m'^mm ews ° 

10. Tflil? AirPort Setup Assistant (AirPbrt ^MlftS) ' WM^W.mMWUM^ff^ AhPori 

mmm ... 
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n. mmmn cd mxnm^ cd-rom m^m - mtmm cd Mmm» ° 

12. iiS HP Deskjet 6800 installer (HP Deskjet 6800 ^m^) MM ' f^ftSMSi^^Ht 

13. rffl'^^ Chooser (^ffi^) ' mMMM HP Inkjet 6.x Hit = 

14. #^l9Ei&ir«1/^g5OTiS** TCP/IP »EP^^H# ' iffg-T Yes (Ji) = 

^5.mMmmm'm'<mm Chooser mM^) ° 

HitiOD^Ii 

S 15 ' SSftWSSi±$gEP^«^ ° 
802. ng 

ffiKf^Kiii*:^ ' wmm^mmmmm 802.11b' mmi^xm^^mm'^ 802.1 1 m 
mm ' ^mm^Rim 802.1 ig mmmm ' /^njtgg;)fEpig»iiige 802.1 ig 

^^mmmmwmmmmmmmmm^ 802.1 ig iis^^^f^ ' is^gfi^ 13 ms^ 

r802.11gj ^fi^^lifAff ° 
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' mm&zxmmm ° 
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mm mmi mm^ 





siiijiii^iSrii Windows xp mmumB'kmmmxmm 'X'M mm ■ 
BiackicE® > zoneAiarm® M Brickhouse®) ' imm^ 'Xmmmmm^mimm 

li : Windows XP Mmti'^mmm 'xmr^mmmmmmmmrM » ^mmmmn 
Windows XP mmrnxm ' f^.df ^ssffissKtiiicSiSep^tims-iiifii ip a 
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m THP $gf*rj Mrpmti^mmm ip mt ' nnfliw ip iu±jifiEia » ^ ip itnt^pti^ 
i^x 169 r?i0i ' mwmm ip f5±jtji( lo papi > mm^^immmmmT^^m^'T-mm 

Sffi Windows S)]i±SI3c IP mt ' if : 

1. is-rmiii - mn ' mirnxm^ ° 

2. Stl^^f ' HA ipconfig ' WimT Enter ° 
Sffi Macintosh OS X IP i5±lt : 

1. m> 

2. ffi Show (H^) TKpStf ¥^ ' mm Airport ' ^ftg-T TCP/IP 



Sffi Macintosh OS 9 «Si±Sfjc IP fiilt ' f^t Apple J;^tg^ ' HlX TCP/IP ° 





PPfS^ftHBi^felHUif-IBiS 
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• immm^-mt^ wap ucMiis^fEHft » 




HISS ' :^»IE«IEP^^ ° 
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• ^ MAC {itih®® WAP 

^mm WAP mm&mm mac m±mmmmmm ' imnrm^m ■■ 

1. ffi ^HP m^^ M±mmmmmmm± {MAcm±) ° 

2. ifli? WAP mfm^mm//imm^ ° 

3. iiAep^» MAC m = 

^WimBtiuimm wap ^Kffi§ifi^i§«i^>fflfi5^wi£0^ ' iff#s wap mm^ 



• Mf^^jEmm ' MfiiHs§siagi ^ ^ BSfiti ' ^ WAP MMBrm ° 
g±a£g^s^-f@fi§i^f:g r^j , immm so ms^ mm^ mm^^ ^m^m 



32 



1. ?Mz±mm&mimmmm^ rEthemetj {z.±m) n'm'imnrnmi'f. 

• : nz±mm'imm3\ wap ijjcg^ujis ° 

2. r^^'gEn^tia<j?9«5^ web fsiig^ (ews) = ^m^mmmrm ews wi^h/^ > m 
mm 50 M ° 

3. ffi EWS ± ' m-r Networking (M^) mW. ° 

4. ffi Connections (jijf) liHT ' S^T Wireless (802.1 1) ( 802.11 )° 

5. ffi Wireless Setup (MH^^) ' S^T Start Wizard (^HlJiS) gffi ° 

6. ^f^m&^mmm ' iim ews ' mmRrz.±mm& ° 



EP^ti^i^/^s WEP mm - wpA-AEs ' Jiia wpa-tkip ° tmw^m^mmimm 

wmmm\m dhcp dc Autoip jkjm^ ip mmmimm. > anf en^tiiifi^yiis^ 

li : Windows xp Mmmmm 'm-^^mmmmmmmmi ° ^usisfiiiff 
Windows XP mmm'X'm ' /^n^^MSffismif ^ffigEPHtiiis-fiiffii ip 



ii 



34 



wmmnmrnmrn - 

m THP $gf*rj Mrpmti^mmm ip mt ' nnfliw ip iu±jifiEia » ^ ip itnt^pti^ 
i^x 169 r?i0i ' mwmm ip f5±jtji( lo papi > mm^^immmmmT^^m^'T-mm 

Sffi Windows S)]i±SI3c IP mt ' if : 

1. is-rmiii - mn ' mirnxm^ ° 

2. Stl^^f ' HA ipconfig ' WimT Enter ° 
Sffi Macintosh OS X IP i5±lt : 

1. rmm^nmis' 

2. ffi Show (H^) TKpStf ¥^ ' mm Airport ' ^ftg-T TCP/IP ° 
Sffi Macintosh OS 9 «Si±Sfjc IP fiilt ' 'i'l Apple J;^tg^ ' HlX TCP/IP ° 
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^ — 



^mm±'$:mmmmmmtPmmmmim^'^mwiiT^^ ■■ windows ^ Mac os9 > i^^ 

& Mac OSX ■> 
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1 = mummmmmm^ 



1. mMmmmm^^Bfm = 




ti : r-^mZMmUmXm^ internet ^ 
WAN ' m Uplink fi^tf = 



3. mz±mmmmtmmmm^M'^ rEthemetj (zi:iH)t|5o 

4. ilffT3^lJlif1^^- : 







mm 














mm 


mmmmx 2 sij 4 = 

• mimtm - mm - sScj^aMHEifl'^^ ° 




1, 







TH®« ... 
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5. mr^mmmnnmiMm thp m ° 
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mm 

Windows 

1. n\^mmxm cd mxmm'^ cd-rom feisiti ' mmmmmm^mm^mi ° 

3. eHa«E±e^fg^7S/S#^fiS:iS ° 



Macintosh 



Mac OS X 

1. mmm^m cd SfAmsie^ cd-rom m^m ' cd ^hh^ ° 

2. iig HPJJeskjet 6800 installer ( HP Deskjet 6800 ) MM ' f^l^g^i* ffl±6^ 

3. ffi Connection Type »H± ' SIX Wired Network (802.3) (WJ 
802.3) '^ItS-TNext (T^^) ° 



HP DeskJet ESOO Series Seiu p AssiscanI 



1^' 



ED 



iWired Network (S02.3I Connea usIng the Ethernet cable. 



Connect using a USB cable. 



(r — ^Bact ) ^ Next j 
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4. mmmmmm^s%mmm^m' 

5. ffi Add Printer HJdXMW MM± ' T Open Print Center {fM^ Print 
Center) ° 

6. S-T Add Printer (llPAPP^^) ° 

7. mmmmff^ Mac os x fs* - mnmmi'?^- ■■ 



Mac OS XV 10.2.3 



USB 

Wlndovui Printing 
hp IP Printing 



-1 



Printer Model: (Generic 



Mac OS X V 10.2.2 fPMf£l!S* 



USB 

Windows Printing 



Printer Model: . Generic 



MM Rendezvous 



IM HP IP Printing ( HP IP Mli ) ' Wik 
Discover ^ffi ° 



8. mmimm ' ^lis-r Add mx) mm ° 

9. Illfl Print Center " 
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Mac OS 9 



1. m&mmmm cd mxmum cd-rom iiesti > mmmm cd ^sHit ° 

2. iig HP Deskjet 6800 installer ( HP Deskjet 6800 ) MM ' ^SltftSfliti^Bt 

3. IfII? Chooser (ilgd^) ' ^ftilffi HP Inkjet 6.x Hit = 

4. ^^Mi^ornif^MssiiSisjjc TCP/IP mmemm^ - ifs-r Yes (^) = 

5. mm^mm ' ^itiiifl chooser immm ° 




n J 
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m THP fg^j Mrpmtammm ip fu±ji; ' mmma^i ip mmm ° ^ ip fuiii^s^ 
iii 169 r?i0i ' mwmm ip i5±itJi( lo papi > iijii^EPig^iasii^ffiRf@^» 

Sffi Windows mm±mt IP fullt ' if : 

1. m-rma^ ^ mi > mmmxm^ ° 

2. Sfl^^f ' HA ipconfig ' W^mT Enter ° 
Sffi Macintosh OS X MSi^Sf^ IP futlh : 

1. rmm^miis' 

2. ffili^Tes^ff IP^ ' mm Airport ' ^ti:g-T TCP/IP ° 

Sffi Macintosh OS 9 «Si±Sfjc IP fuilk ' fit Apple ' HffX TCP/IP ° 
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mmmmmm ' wmmxmnmimmmmm± ° 

^mmm^^m windows xp mm^mm'xmmmxmm'xm mm ■■ 

BiackicE® ^ zoneAiarm® m Brickhouse® ' mm^:fj 'X^Mmmmmmicimmmn 

mmmxmmm ° 

It : Windows XP iiR«^#:fiP^^MT^#f#n^tiWiitgiiiSTfi ° ^mmmmn 
Windows XP i5:fiKi/cii ' imr-m^^$mmm^mwmm^^-imm ip e 

mrnxmrnmimmA ° 



mm 
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n THP M^mammm ip i5±it ' mmum^} ip fi±itftHs » ^ ip etih^w 
iii 169 ifls ' mwrnm ip fstitJii lo iflgi ' wm^simmmmm^^^mm^m^ 



gffi Windows «]Ji±SK IP m± ' if : 

1. m-rmui - mn ^ mmrnxm^ ' 

2. ffifg^M^Bt ' mX ipconfig ' fifiST Enter ° 
gffi Macintosh OS X MliiSljc IP m± : 

1. rmm^mm-^' 

2. ffiH^TSi^m ' SIX Airport ' ^tt^g-T TCP/IP ° 

gffi Macintosh OS 9 SMiSK IP Hit ' Ial Apple Mm ' ilfX TCP/IP » 



0 




0 




1^ 



P|J^SWOTai53:|BIfi^-»9i® • 



^immmm dhcp isc Autoip *fijE ip mMmi^mm ' ^mmmmmmm^^ 

i£ : Windows XP ^HtWME^i^lli^tf^Plltlfi^ilffijil^cTIS ° ^MflifllAff 

Windows XP mmxm ' f^nf ^M^s$si^^^ffi:SEnii^fi^-«ii«i ip a 

s : 

2. Pi^EP^^^^i^ Web mm (Ews) ° gssiis^^DMr^^ ews ^mm > it #^ 

|g50H = 

3. ffi EWS ± ' e-T Networking (Mf^) WM = 

4. ft Connections ( jiji ) liST ' fe^T Wired (802.3) (W^ 802.3)° 

5. IP Configuration (IPffigi)|^^° 

7. Iim EWS o 

8. gTEn^iiiBi*fMgifi3^ijEn THP m^j n ° 
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THP M 49 

ft^5^WebMM^(EWS) 50 

mmm^^±m^'^ si 

mmmm^x^mm^mm 52 

mmmmtmu^mm'^m 57 



ii 
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rHP ffigj 




mrm^mmmmii thp m ° 




rHP $g§J H^fftliS^EPHSfi^tti^ > PictBridge ' ^J^DT^'J 



URL : mm^imWi^ web immmmt » 
sififiiit (MAC) : ^mmmwrnmu (maq eiji = 

IP fuilt : EP^^W IP fuilt ° 

mmmm ■■ mmm ip fu±ib = 

mmm (ssiD) : ° 

mm ■■ ^mmmmmf'mjmmmms ° 




pim^ Web nm^ (ews) 

mmfm^ii-imm web m > mm mm^ web imm^ (ews) = /gi^i^^ffifflispf « 
mMwrnmi EWS ° 

gffiffl EWS ' ^mmM'^-mmm ip fi±it ' ikKmtmmjEmmt^mmm\si(^ 
srffl^c? EWS ' m ■■ 



1. STEP^til 



mmmii thp fg^j m ° 




2. ffi THP MiSffiEP^tie^ URL 




ft 



3. mh Web iJlgg ( mm internet Explorer 5 fflMrSlfS* ^ Netscape 4.75 fflMS 

' Safari) ° 

4. mmmm±yjw.rpmx^mm url > ^tter Enter ° 
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• mm^m (ssid) 

• WEP : WEP 

• WPA : mmmmmm^s,j^ 

rWirelessAccessPoint J (mMXifi'WAP) Mg|/z>fflfS5^ ' Ji^SJMIS 

1. fifflii;MiiiifEPiiSiifisijw±e^zi:«t^ ' mm : WAP ^ ^ mim 

2. wm^mm^m^ Web fHiig^ (Ews) ° ^mmBmmm ews s^i^hj! ' iff# 

50 M ° 

3. ffi EWS ± ' e-T Networking ISM ° 

4. ffi Connections ( ®Jt ) liST ' S-T Wireless (802. 11) ( 802. 11)° 

5. ffi Wireless Setup (Mli^^) tiM± ' S^T Start Wizard ^^ffi ■> 

6. ^mMmm^'^^MX'kmm.%m.%mm ° 
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mmn^'Xm^^ ■■ BlacklCE® > ZoneAlarm® Dm Brickhouse® ° 

li : Windows xp tmm-imxmm'xm ° ^mmmmmm windows xp mxm > 



• "ki^mm ■■ ^wmmwMmmim dhcp uc Autoip mn^ ip fiijtfi^iriiiicffiispg^ ' 

1. ^nm±^mi^mmnm^wmmnmxm' 

2. :SEnil^flS-iii?«l IP fuiit o 
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'mmmmji-imm ip mtm^mm^^mmmmm ' mm±mmmmmm 

mmm.mm'Xmm ' hp m^mm^mm^iimrmMs ■■ 

• -fiiiifiiss ' mm ■■ mm > -enji^ASiiiSiiaiiiiiij^^rEiitiiitK^^Siffiii ° 
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Mimmmm-m%m ip 
mmmm 

mimmm^-imm ip mskm > mmmnmim^mmmm ■■ 
• DHCP iH^isjM^fi^ IP m±r&m 

mpM IP m±&m^immmmf^±^nmtimmA'^ ip eiihe^ffiH^i- ° 

i?ij$D ' ^^-mmm'MMim dhcp ^gslEH^):^ i .1 .1 .1 iij i .1 .1 .100 ip liiit ° ^jit 
mmr ' 1 .1 .1 .25 )if^#g-f@^6^if«i ip fuiit^^tis^Ep^^ ' sg'ejts^«s§m 
m^ES^ IP fiiitiEHft ° ' 1 .1 .1 .1 01 mm-immmm ip fitit » mw^m^mmm 

mjE^ IP fiiitlaH^f ° 



ii 
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li^BPli IP mAt 

^m^mmm^-imm ip nit ■. 

1. \mz±mm'imBmmMmmmm±ff^z.±mn ' mm ■■ wap > iE§fi^ > mmm 

2. ^mmmmyj^ m^^ m^s-mm^^mm ' sr^^HSffi^'jEP thp ig^j h ° 



3. ft THP M±SKEP^M URL " 

4. ^^amiiWf »?fJS#S ' ^ftffifuli^tjt^ltA THP fg^j H±^'JtiJfi^EP^^ 
URL ' mmmm^^m^ Web iHjIgfl (EWS) " 

5. ft EWS ± ' g-T Networking (®^) ° 

6. ft Connections mm) WMT ' fS-TT^IJiill^- " : 

• ^immmmmm3muz,±mi^ ' ifs-r wired (802.3) (wi^ 802.3) » 

• ^immwmmmmmmmmi^ ' iijit e-T wireless (802.1 ^) mm 

802. n ) ' ^tiS-T IP Configuration (IP ffi^) ° 

7. ft IP Address Configuration mM IP Hit) MMT ' SIX Manual IP {^mm.M 

IP) ' i^ftfiA/giSfgjEi&EP^tiWffM IP m± ^ ^mmmm ' &.MMmmm ° 

It : if tTjie ' mm ip f5±jii^^^^BftiBs#m*iSfi^ ip m±mm9\- ° itt^f ' ^/aif^w^ii 
x^^mmmmmmmmm ' MOft^iii^fiA 0.0.0.0 ° 




rmmm... 
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8. DNS Address Configuration mM DNS fujtl) WMT ' mXMWmim DNS 

It : ^m^^m^mxtfiimmm dns jsjigg^ > wm^mu^mx o.o.o.o ° 

9. liAP/rW'HiJift ' e-T Apply (Sffl ) mm ' ^^^ttiim ews ° 

10. mmxmmxmmm/i^mm^ ' Mita^sse^ ip m±mm^ ' SAf^.sjgsi^ 

EP^SS^ IP fiiit ° 

• mmmm ■■ mmm 9 m ° 

• wnziciMiis : mmm 37 m ° 



ii 
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mm 








m^^^m (ssiD) 


hp bxaE 






IP m± 








EWS ^ilM^^iiS 


[^] 



^llf EP^^SIS;©aiKS^ffi ' iff : 

1. WMmmmmm^Bfm^ 

4. raS^M^^ffi" 
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802.1 Ig b : 802.1 1 g fP 802.1 1 b ^fi 2.4 +tti3;H (GHz) ^I^*amfi^te|||B^p o 
802.1 Ig pJiffitif Ji 54 Mbps S^jig = 802.1 1 b MlJWftiS^ 1 1 Mbps ° 

IP fitii: immmmw^im) ■■ mmm^^±^i'^mmmmmm% = ip fiiitM^a dhcp m 
Autoip » fiM ' /g;^iiiii$is^i)i^5E-f@ifii IP m± ° 

USB i^F^iiii^ : USB immmm^Hmx usb ° usb mmmm 

SWBttilffi;© rthumbdrivesJ rjumpdrivesJ ° 

WEP : wn^^f*^^ (WEP) mmnm^mmmi&^^ft-^mmmmiMmm^—^mum 

mwmmim^m » wep ^mwmm±mmfimmmmmrimimmT^mmm » 

HWJIW|aEP^Iiffl|5j WEP ISSe^^H^ nJJ.)(fpEn^tiai^ » wep f«lffil6^jJDS~# 

iffi ' ^KmM'^]'S'^Mlt WPA ° 

WEP ■■ WEP ' mm'M^m ' M-fi^Mx^nic^e^^TtUc+^iifia^e^ii 
m ° mil WEP ^iiti ' ^^i2^a^2t^fs^#'^^}lf e^^gij-ii^^ww ° w^m^j 

WEP ' fg=^tg«r£^ii?IX@ » WEP ^l^nji-i^^ii 64 sic 1 28 fujt ° ^flffifl^Mffi 24 

fiTtHf ° an WEP ' miL^mmmmimm (^^ 64 luTt^i^iij 
^ 40 fuTt ' 128 iiii^mnm io4 liTt) ° 

WPA : Wi-Fi immi (WPA) iSJ®*DS^ffi«lgMS±f^£-^**I^BfiMSlJ^-^«l^ 

wmimm wpa fsjee^iis^^iiifflEn^sai^ ° wpa fifflis ^SMfi^iD^^^ii = 

WPA "SJi^J,!:!: WEP If fitM^f WS^'tt ° 
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^mwm^ ■ MmB^m^m ip ammu ° 

P^m^ Web mm (ews) : en^ti^Ks^ web mmmmmmmmmMmmmmm 
'mm/iimu^ = ss'f#M#«iJi - mmm so ms^] r^i^r^ web mm (ewsu ° 

EP^tiig WEP m WPA » 

ewEP^) mmmmff^ (m^pswpac^) o 

: mmmmm-m ' «g§±«j^gMgMig«ii#i"xifi (wap) mmm - : 
}iM : ffii^ffl 802.1 1 o^gE±si?iHtwMafi^ts^«$;i- ' m^m^p^m ° ^rffl 
mm ■■ mmmim\simimmmm im^^mmm) ° mm > njji^^f 

•i«i¥iDiifi (WAP) : isis^fixk (WAP) mnjiummmmummxt^mm mtm » siiw 
wmm) mmmmmm- WAP ^mm mtm^ ° 

: ffiSltf Windows XP service pack 2 ' /gi^I^lffiffl USB '\mm 
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M^tssm : mmm^mmmmBm^m&mm&m&mmi^mmm - mm > mm 
LAN i^^i^m^mmmm^-mmj^m » mm&'^mm^^-mm^m ° fiw±$ 

mmm ° m^^^mmm ^mmmj^mm (ssid) j ° 

(WAP) ° lAfWAwa^^/jNMMffiiPfi^ (fij^n ' m-^mm pc isc-^«i.5 pc fo-^« 
^mmmmmmmj ^ mmmm^ ^ ^mMmMm^^^^ (ibss)j > isc mmmmm&m 

mm^' = ' .^iinTj.:Affl wep m^mm ° ^n^iiffl wep ^^nij,:A^-t«e^ ° 
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